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RULES AND REGULATIONS FOR THE 
CLASSIFICATION OF SPECIAL SERVICE CRAFT, July 2010 


Notice No. 6 


This Notice contains amendments within the following Sections of the Rules and Regulations for the 
Classification of Special Service Craft, July 2010. The amendments are effective on the dates shown: 


Part Chapter Section Effective 
date 
1 2 4 1 July 2011 
5 2 7 Corrigendum 
6 7 4 Corrigendum 
7 7 4 Corrigendum 
8 3 5, 10 Corrigenda 
16 1 2 Corrigendum 
16 2 19 Corrigenda 


It will be noted that the amendments also include corrigenda, which are effective from the date of this Notice. 


The Rules and Regulations for the Classification of Special Service Craft, July 2010 are to be read in conjunction 
with this Notice No. 6. The status of the Rules is now: 


Rules for Special Service Craft Effective date: July 2010 

Notice No. 14 Effective date: 1 January 2011 

Notice No. 2 Effective date: 1 January 2011 

Notice No. 3 Effective date 1 February 2011 

Notice No. 4 Effective date 1 July 2011 

Notice No. 5 Effective date 1 July 2011 

Notice No. 6 Effective date 1 July 2011 & Corrigenda 


Part 1, Chapter 2 & Part 5, Chapter 2 


Part 1, Chapter 2 
Classification Regulations 


Effective date 1 July 2011 


ii Section 4 
Surveys — General 


4.5 Existing service craft and yachts — Periodical 
Surveys 


4.5.16 | Complete Surveys of machinery become due at five 
yearly intervals, the first one five years from the date of build or 
date of first classification as recorded in the appropriate 
Register Book, and thereafter five years from the date 
recorded for the previous Complete Survey. Consideration 
can be given at the discretion of the Committee to any excep- 
tional circumstances justifying an extension of machinery 
class to a maximum of three months beyond the fifth year. If 
an extension is agreed to, the next period of machinery class 
will start from the due date of Complete Survey of machinery 
before extension was granted. Surveys which are commenced 
prior to their due date are not to extend over a period greater 
than +215 months, except with the prior approval of the 
Committee. Where the complete survey is completed more 
than three months before the due date, the recorded date of 
completion will be the final date of survey. In all other cases 
the date recorded will be the fifth anniversary. 


Part 5, Chapter 2 
Local Design Loads 


CORRIGENDUM 


a Section 7 
Component design loads 


7.1 Deckhouses, bulwarks and superstructures 


(Part only shown) 

7.1.1 The design pressure, Papp, for the plating of deck- 
houses, bulwarks and first tier and above superstructures is 
given by: 


G,-S,encP.,-are-cleftrecn-Ghapters-orCrapter+as-appre- 
prate- 

G; and S; are defined in Chapter 3 or Chapter 4 as appropri- 
ate. 

Pg is defined in 4.5. 


Part 6, Chapter 7 & Part 7, Chapter 7 


Part 6, Chapter 7 
Failure Modes Control 


CORRIGENDUM 


a Section 4 
Buckling control 


4.5 Additional requirements for plate panels 
which buckle elastically 


(Part only shown) 


Table 7.4.3. Buckling stress of secondary stiffeners (see continuation) 


Symbols 


ly = seeterat sectorial moment of inertia, in cm, of profile and connection of stiffener to plating 


Part 7, Chapter 7 
Failure Modes Control 


CORRIGENDUM 


a Section 4 
Buckling control 


4.5 Additional requirements for plate panels 
which buckle elastically 


(Part only shown) 


Table 7.4.3 Buckling stress of secondary stiffeners (conclusion) 


Part 8, Chapter 3 & Part 16, Chapter 1 


Part 8, Chapter 3 
Scantling Determination for Mono-Hull Craft 


CORRIGENDA 


a Section 5 
Single bottom structure and 
appendages 


5.3 Side girders 
5.3.6 The web thickness for side girders of single plate 


laminate construction is to be two times the thickness as 
required by 6-3-4 5.3.5. 


| Section 10 
Pillars and pillar bulkheads 


10.10 Composite pillars and pillar bulkhead 
scantlings 


10.10.5 The critical compressive load, P.,, for pillars and 
plate/stiffener combinations with a slenderness ratio (/,/r) 
between 75 and 110 may be determined from: 


k n2 » (Eg I) 


Poe log? 108 kN 
where 
lop = effective span length of pillar or stiffener plate 
combination, in metres 
Ej = compressive modulus of plate laminate, in N/mm2 


k = end fixity factor 
= 1,5 for full fixed/bracketed 
= 0,75 for partially fixed 
= 0,5 for free ended 
Where the proposed slenderness ratio is below 75 the pillar 
will be specially considered. Slenderness ratios in excess of 
110 are not to be contemplated. 


Part 16, Chapter 1 
Control Engineering Systems 


CORRIGENDUM 


re] Section 2 
Essential features for control, 
alarm and safety systems 


2.6 Bridge control for propulsion machinery 


2.6.7 Passenger (B) high speed craft are to be provided 
with additional control of propulsion and manoeuvring at the 
same location as the emergency functions referred to in 
Ch 2,46-6-6 16.6.12. Such stations are to have direct 
communication with the bridge area. 


Part 16, Chapter 2 
Electrical Engineering 


CORRIGENDA 


a Section 19 
Cargo craft, patrol and pilot craft, 
workboats and other similar craft 
of less than 500 tons gross 
tonnage for operation in Service 
Groups 1 to 3, and yachts less 
than 500 gt 


19.1 General requirements 


19.1.3 Cargo craft of 8300 tons gross tonnage and above 
are also to comply with 36 3.7. 


19.9 Quality of power supplies 


19.9.1 Unless specified otherwise electrical equipment, 
other than that supplied by battery systems, is to operate 
satisfactorily with the following simultaneous variations, from 
their nominal value, when measured at the consumer input 
terminals: 
(a) Voltage: 

° Permanent variations +6 per cent, —-10 per cent 

° Transient recovery +20 per cent, -15 per cent 

e Recovery time 1,5 seconds. 
(b) Frequency: 

° Permanent variations +5 per cent +arAsient 

e Varatiers Transient variations +10 per cent 

° Recovery time five seconds. 


Part 16, Chapter 2 


Cross-references 


Section numbering in brackets reflects any Section 
renumbering necessitated by any of the Notices that update 
the current version of the Rules for Special Service Craft. 


Part 1, Chapter 2 


3.9.1 Reference 3.11.2 now reads 3.10.2 
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